




PIPE SIZE PIPE LENGTHS PIPE VOLUME (GALLONS)

12" 85 499

12" 50 294

12" 140 823

12" 60 353

12" 120 705

12" 105 617

12" 25 147

12" 30 176

12" 90 529

15" 120 429

18" 135 1,785

18" 105 1,388

18" 50 661

66'' 141 25,061

12" 200 1,175

12" 154 905

12" 46 270

12" 105 617

SUBTOTAL VOLUME IN PIPES 36,433

15

MANHOLE / STRUCTURE 

VOLUME 7,960

TOTAL

VOLUME IN STORMWATER 

INFRASTRUCTURE 44,393

SUMMARY OF AVAILABLE STORAGE WITHIN STORMWATER INFRASTRUCTURE





Stormwater Discharge 

 

 

ESI’s facility is completely paved and bermed to collect all stormwater, including any associated 

with industrial activities. The stormwater is collected in a captive storm sewer that places the 

stormwater into the facility’s wastewater storage tanks. The storm water mixes the CWT 

wastewater and is processed through the treatment system. The water is discharged to the City of 

Indianapolis sewer system to the POTW. ESI has an industrial pretreatment permit #49503. No 

stormwater associated with industrial activity leaves the facility; therefore there is no 

requirement for a stormwater discharge permit. 

 




